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with CleanSoft™ and Ultracarb™

DUO™ is the new two stage filter system
from Doulton® which enables you to
throw away your jug filter and enjoy the
convenience of clean, healthy, great
tasting, softened water on tap in your
kitchen.

Upgrade your drinking water with DUO™

Available with or without a
drinking water faucet and

DIY fitting kit for ease of
installation, DUO™ fits

neatly under the sink
in your kitchen.

High Efficiency Ceramic Filter
99.99% plus. removal of pathogenic bacteria, cysts
(Cryptosporidium, Giardia etc) and particles down to 0.5
microns (rust etc).

Activated Carbon Core
Removes chlorine (improves taste and odour),
organic chemicals and heavy metals (primarily lead).

CleanSoft™ Cartridge
Reduces calcium levels, limescale build up on kettles and
prevents film forming on tea.

Long-Life / Great Value for Money
Cleanable ceramic filter for prolonged life.

Anti Bacterial Action
Proprietary system to prevent bacterial growth on
ceramic filter.

Retains Essential Minerals
Keeps the minerals beneficial to health.

No Power Required
Cost effective to run. Protects without power.

Simple to Install
Easy to install, use and maintain.

Doulton
175 years experience in water filtration.
A proven brand you can trust.

Drinking Water Filter
™
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*Filter cartridge and candle life may vary depending on local water conditions.

MANUFACTURED BY FAIREY INDUSTRIAL CERAMICS LTD. Doulton® is a trade mark used under licence by Fairey Industrial Ceramics Ltd.

Stage 1

CleanSoft™ cartridge
reduces temporary

hardness in water to
prevent limescale build up
on kettles and unpleasant

film forming on tea.

Stage 2

Ultracarb™ Ceramic filter
candle removes particle
contamination down to

bacterial size and improves
the taste and odour of the

water by removing chlorine
and organic chemicals.

Stage 1
Outer Shell - Micro Filtration.

Stage 2
Anti-Bacterial formula within the ceramic matrix
kills pathogens.

Stage 3
Activated carbon in the Ultracarb™ filter candle
takes out chlorine and organics improving taste
and odour.

Stage 4
Ultracarb™ contains heavy metal removal media,
which takes out toxic lead.

DUO™ System Technical Specifications:
Connections
3/8 inch push fit inlet & outlet suitable for 3/8 inch
flexible plastic pipe.

Flow Rate
For optimal efficiency a flow rate of 2 litres per minute
is recommended.

Working Temperature Range
Recommended range 5-38°C.

Multistage filtration in one
filter cartridge:

3 months* typical usage before cartridge replacement is required.

Cartridge Life

6 months* before replacement of the ceramic filter required.

Filter Candle Life
Pathogenic
Organism
Removal

Bacteria Removal E. Coli / Cholera / Shigella /
Typhoid / Klebsiella Terrigena

Cyst Removal Cryptosporidium

Giardia

Trace
Organics
Removal

Insecticides Lindane

Herbicides Atrazine

Phenols TCP

Polyaromatic Hydrocarbons PAH’s

Trihalomethanes Chloroform

Inorganics Removal Free Chlorine Removal

Lead Removal


